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Welcome

Congratulations on your purchase of a member of the “Pro-Designer” family of
software tools.

The Pro-Designer series of software tools currently includes SuperPro Designer and
EnviroPro Designer. By acquiring any member of our Pro-Designer series, you are
joining a large group of engineers and scientists from companies like Amgen, Abbott
Laboratories, ADM, Altus Biologics, Antibioticos (Italy), Arla Foods (Denmark),
Avecia (UK), Asahi Glass (Japan), Baxter, Bayer Healthcare, Biogen Idec, Bio-Rad
Laboratories, Bio-Springer (France), Boehringer Ingelheim (Austria), Bristol-Myers
Squibb, Cangene (Canada), CDI, Centocor, Chemagis (Israel), Colgate Palmolive, CRB
Consulting Engineers, CuraGen, Cytec, Dow Chemical, DSM Biologics, DuPont,
FibroGen, Fluor, FMC BioPolymer (Norway), Foster Wheeler (UK), Frito-Lay,
Genencor, Genentech, GlaxoSmithKline, Hoffmann-La Roche (multiple sites), Human
Genome Sciences, Jacobs Engineering, Kinetics (Australia), Kraft Foods, Kvaerner
Process, Lonza Group (multiple sites), Medarex, Merck, Novo Nordisk (Denmark),
Optiva, Pfizer, Procter & Gamble, Purdue Pharma, Regeneron, Sanofi-Aventis (Europe,
Canada, and USA), Schering AG (Germany), Serono (Switzerland), Shreya Life
Sciences (India), Steril Schweiz (Switzerland), Sumsung (Korea), Tanox Biosystems,
Technip BioPharm, U.S. DOA, DOD, DOE, Wyeth Pharmaceuticals, etc. (just to name
a few) in the U.S. and abroad who already are employing our technology to design new
processes or improve the performance of existing ones.

The Pro-Designer set of software tools is today’s best option for any chemical,
biochemical or environmental engineer and scientist in R&D, process engineering or
manufacturing. Whether you are a member of a biochemical, pharmaceutical, specialty
chemical, food company or whether you are employed by an environmental consulting
firm or a water purification/treatment plant, you can benefit from making this product
part of your every day computing options. Its use will enhance the productivity and
communication efficacy of all members in your group as well between your group and
other parts of your organization.

All of the Pro-Designer software tools feature a unique balance between flexibility,
ease of use and computational power. They can be readily used by a computer novice
who is not very familiar with simulation and economic evaluation. You will find that
all of the Pro-Designer software tools are based on the same user-friendly interface
making it easy to migrate from one product to another as your needs may change in the
future. And in case you stumble across a question, help is one keystroke away. Hitting
F1 will get you into a sophisticated hypertext-based help system, featuring the already
familiar MS-Windows Help interface. The system allows you to search for topics
related to keywords, jump from one help topic to another, and so on.

While we have made every effort to make all of our products’ learning curve as smooth
and short as possible, at the same time, we have equipped our software with several
features that will satisfy even the simulation veteran when it comes to preliminary
design and evaluation of process alternatives:

e Material and Energy Balances of Integrated Processes

e Equipment Sizing
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e Scheduling and Cycle Time Analysis of Batch Processes
e Cost Analysis and Economic Evaluation

e Throughput Analysis and Debottlenecking

e Environmental Impact Assessment

just to name a few of many issues that can be explored. Further, including your results
into reports created by your word processor or spreadsheet is just a couple of mouse
clicks away. Using the latest OLE technology, you can simply copy all or parts of your
flowsheet or the Gantt chart and simply paste it into your favorite Windows
application.

About This Manual

Users generally don’t like reading manuals. The manual you are holding in your hands
was put together with that in mind. As a minimum, however, you should read the first
two chapters.

Chapter 1 You will find useful information about hardware and software
requirements for this program in order to run flawlessly on your
machine; directions about the installation procedure; and a guide
for the rest of the manual.

Introduction

Chapter 2 In this chapter you will find a step-by-step approach to what it
takes to develop a design case using this program. This is done
using a very simple process. In addition, three more examples are
described in greater detailed. The first, which deals with the
production of B-galactosidase, is recommended for users in the
biochemical and related industries. The second, which deals with a
synthetic pharmaceutical process, is recommended for users in the
pharmaceutical, agrochemical, and specialty chemical industries.
The third, which analyzes an industrial wastewater treatment plant,
is recommended for users in the environmental field.

Tutorial

If you look at the end of this chapter you will find a listing with all the chapters
contained in the manual and a brief description of each chapter. You don’t have to read
them all now. You can visit them at your own pace and as questions may arise related
with the subject they describe.

Hardware and Software Requirements

All of the Pro-Designer series software will run on any IBM PC and 100% compatible
based on the Intel Pentium Il (or better) processor that runs Win95, Win98, WinNT
4.0, Win2000 or WinXP. Here’s a more detailed description of the hardware
requirements:

Hard Disk Depending on your choices during installation, the programs will
occupy anywhere from 100 MB (for minimum installation) to 250
MB (for full installation, including the on-line help and examples)
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of space on your hard disk.

Processor / RAM  Although any of our programs will run under the minimum
configuration requirements for Windows 95 / 98 / 2000 (486
processor and 1611 MB), a Pentium Il with 128 MB of RAM or
better is recommended.

Mouse The presence of a mouse or a similar pointing device supported by
Win95 / Win98 / WIinNT / Win2000 / WinXP is required.

Video Adapter/  Any video adapter and monitor supported by Win95 / Win98 /

Monitor WInNT / Win2000. All of our Pro-Designer software will run
under any video mode (Super VGA and higher) and any monitor
combination. In fact, you can run our software on any of today’s
portables that run Win95 / Win98 / WinNT / Win2000 / WinXP.
However, realistically, the program requires a minimum of
1024x768 resolution and for best efficiency and comfort a 17 inch
(or larger) monitor is recommended.

Printer Any printer supported by Win95 / Win98 / WinNT / Win2000 /
WinXP. A laser postscript printer with 4AMB of memory is
recommended for best quality printouts. If you try to print pages
with heavy graphics (i.e., several icons and streams), you may
experience problems (like missing sections of the printout) if the
printer does not have enough memory.

1.4 Installation

Most versions of Pro-Designer (except the academic and industrial site licenses)
require the use of a hardware security key. Simply plug the key into the parallel port
of your computer. If the port is occupied by the printer cable, unplug it, plug the key
into the port, and then plug the printer cable into the key.

Once you have checked that you satisfy the hardware and software requirements and
plugged the security key (if one is required), you are ready to run the Setup program to
install your program. The setup program will:

1. Copy all necessary files onto your hard disk at a directory of your choice.
2. Make the necessary updates of your computer’s registry.

3. Personalize your copy of the program.
4

Create a program group in the Start Button and include in it icons to run the
program, the program’s on-line Help, the ReadMe file and the examples.

Caution: The installation process will overwrite any files with the same name residing
in the specified destination directory without further warning. If you are upgrading to a
newer version of the program and have modified any of the files that came with it (e.g.,
the component databank file, or the heat transfer agent databank file, or any of the
example design case files), it is highly recommended that you make a backup before
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installing the newer version. In addition, it is strongly recommended that you install
the newer version in a different directory.

= To Run the Setup Program...

1. Make sure Windows is running on your machine.

2. Insert the CD into your CD-ROM drive to open the installation program. Follow the
on-screen instructions to finish installing the functional demo of SuperPro Designer.
If the installation program does not open automatically, locate and run the
installation script (Setup.exe) that is available on the CD.

3. During the installation, you will be asked to choose:

a. The location on your hard disk where you want the program to be installed.
b. Your name and your organization’s name.

C.

Which components you wish to include. The “Setup” program will ask you to
choose a type of installation: typical, minimum or custom installation.
Depending on your choice, different sets of files will be copied. Typical
installation is recommended for most users. Custom installation will let you pick
and choose what components you need copied on your disk. Minimum
installation will only copy the files that are absolutely necessary for your
program to run. It will not copy the help files and the example files. If your hard
disk space allows, it is highly recommended that you install the help files as well
as the example files. The examples contain several design cases completed with
the program, along with all their “read me” files. If you decide not to include the
examples during the first installation, you can always run the setup program later
and copy them to your hard disk at that time. To avoid re-installing the entire
program, the second time, select “Custom” from the installation options, and pick
only the “Example” component.

4. At the end of installation, you will be asked to choose what to do next; you can do
one of the following:

a.

Start the program, and/or

b. View the README file.

It is recommended that you review the README file at some point before you start
using your program, so you might as well do it now and get it over with. The
README file is a Windows Hypertext file that contains last minute changes and other
information that became available after the printing of the manual.

Technical Support

Technical Support is available for registered users only. This is why it is very important
that you complete the registration card as well as the questionnaire that was included in
your package. After you fill up the registration form, please use the pre-stamped
envelope addressed to:
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Intelligen, Inc.

2326 Morse Ave.
Scotch Plains, NJ 07076
USA

and mail it in.

To receive technical support on any of our Pro-Designer software products, you may
contact us by:

e-mail (preferred) at: TechSupport@intelligen.com

send us a fax at: (908) 654-3866
call our tech. supp. at: (908) 654-0088 or (262) 367-7043 or (609) 410-6484 (USA)
call our tech. supp. at: +30 2 310 498-292 (Europe)

Extending the License Agreement for Another
Term

If you are licensing this program for a limited time, you will find out that after the
license expires, the program will give you several warnings and eventually will not
start unless you renew your license. The license renewal process is very simple and, in
most cases, it can be done from your own office with a simple telephone call to us.
Before you start the license renewal procedure, you must get in touch with us to inform
you about your password for that time. Once you know your password, you are ready
to start the license renewal procedure. Note that the password is only good for
extending the license agreement for one term. The next time you need to extend your
license for another term, you have to acquire another password.

= To Renew your License for Another Term...

1. Make sure Windows is running on your machine.

2. From the Start button, select the Run option. In the dialog that comes up, type in:
<InstallationDirectory>\DESIGNER.EXE /R
Then click OK (or hit ENTER). <InstallationDirectory> should be a string of
characters like: C:\Program Files\Intelligen\SuperPro Designer\. This will start the
program in the License Renewal mode. In this mode, you cannot open an old
design case or start a new design case, since as you will notice, the only active
menu option at the main (top) menu is Help.

3. From the main menu, select the Help/Renew License... option and in the dialog
that comes up, type in your password. Please note that the password supplied to
you is case sensitive, so make sure you type it in exactly as is (including spaces,
dashes if it happens to have any).

4. After you have finished typing your password, click on OK. Shut down the
program (by selecting Alt+F4 or double-clicking at the top left window box).
That’s it. Now you are ready to start your program the usual way
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NOTES:

a.

The first time you start your program after your license agreement has expired (and
you haven’t renewed your license yet), the program will detect the violation and
prompt you to get your license agreement renewed. From that point on, you can
only start the program again a few times before it locks itself. Once the program
locks itself, the only way to get it unlocked is to contact us, at INTELLIGEN, INC.
and acquire the necessary password to use in the procedure described above.

You can only apply the above procedure (to extend your license agreement) for
only a fixed number of times (currently it is 6 times). After that, you will have to
send your old hardware key to us and we will supply you with another key that you
can use for six more terms.

Although it is a rare case, it may happen that your hardware key becomes defective
and does not respond to the above renewal procedure. If that is the case, your old
key will be replaced with a new one.

Overview of the Chapters in the Manual

Chapter 1 Describes in a few words the organization of the manual, the

Introduction

hardware and software requirements for this program, the
installation procedure and how to start it, getting technical support
and an overview of all the chapters in the manual.

Chapter 2 Presents a systematic approach to what it takes to develop a design

Tutorial

case using this program. This is done using a very simple process.
In addition, three more examples are described in greater detailed.
The first, which deals with the production of 3-galactosidase, is
recommended for users in the biochemical and related industries.
The second process, which deals with a synthetic pharmaceutical
process, is recommended for users in the pharmaceutical,
agrochemical, and specialty chemical industries. The third, which
analyzes an industrial wastewater treatment plant, is recommended
for users in the environmental field.

Chapter 3 Defines ingredients (pure components and stock mixtures).

Components

Explains all component properties (basic and environmental) that
are necessary to describe a species as part of your component

and Mixtures databank and/or mixture databank. It explains in detail how to

introduce a new pure component and/or a stock mixture in the
databank or in the current design case. Finally, it explains the
special components of water, primary biomass and activity-
reference and the role they play in bio-process simulation.
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Chapter 4

Streams

Chapter 5
Unit

Procedures

Chapter 6
Scheduling

Chapter 7

Resources

Chapter 8

Economic
Evaluation

Describes in detail all you need to know about streams: their types
(input, output or intermediate, as well as bulk or discrete); their
classification (raw material, revenue, solid waste, liquid waste or
emission); how to edit or view their simulation data and their
environmental properties; how to draw them on the screen and edit
their corners (elbows); how to customize their appearance or style
(color, font, tag name, etc.)

This chapter describes the common features found in all unit
procedures: operations, equipment, section, branches, icon, ports,
labels, colors, costing options, sizing and number of units,
scheduling information, batch vs. continuous mode of operation,
default data values, materials of construction, heat transfer agents,
auxiliary heating/cooling/power and rating vs. design modes of
equipment sizing.

The description of operation models is available in the Help
Facility only. The file that includes that material is also supplied to
you and copied on your hard disk as part of the standard
installation. It is in MS-Word format. You may open it and print
any section you need at any time.

When a process, as modeled by our software, is assumed to be
operating in batch mode (that is the final product is delivered in
batches, not continuously), you must describe exactly when each
operation is started and when it ends. In other words, you must
describe the sequencing of all operations leading to the
manufacturing of the final main product. This chapter presents in
detail all the scheduling information that you need to supply for
each operation and for the whole process, how to supply the data,
and how the software manipulates the data to calculate the batch
time and other related scheduling output information. This chapter
also covers Gantt charts.

Resources (such as raw materials, heating and cooling utilities,
power, cleaning agents, and labor) are very valuable commodities
since they must be shared by several operations (and often several
recipes run at the same site) yet they are only available up to
certain levels. Pro-Designer presents resource consumption charts
that depict the demands of the simulated recipe for such resources.
Resource bottlenecks are easily identified if the calculated
demands cannot be met.

This chapter describes the data and methodologies utilized in cost
analysis and economic evaluation. An in-depth coverage of the
terms and calculations made by the economic engine is presented.
Some information is also provided on the cost analysis and
economic evaluation reports generated by the program. More
detailed information on the reports is provided in chapter nine.
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Chapter 9
Debottlenecking
Chapter 10

Emissions

Chapter 11
Reports
Chapter 12
Visual Objects

Chapter 13

Design Case

Chapter 14

Interacting with
Other Windows
Programs

Chapter 15

Menus and
Palette Buttons

Chapter 16
Databanks

Presents all the terms and the methodology used when performing
throughput analysis and debottlenecking studies.

Describes how Pro-Designer estimates primary and secondary
emissions from different operations and presents information about
the emissions report.

Describes in detail the content and organization of all reports
generated by the program.

Presents in detail how you can enhance the appearance of your
flowsheet by highlighting certain parts and by adding visual
elements (rectangle boxes/shadows, arrows, comments (text), etc.)

Describes what is contained in every design case file and provides
some tips on how to maintain the files related with a given project
or several projects

Explains how to export a flowsheet (in its entirety or parts of it) so
that it can be incorporated in another application (either another
graphic package like CorelDraw, AutoCAD, etc. for further
enhancing the drawing details or a word processor as part of your
submitted reports). In addition, in this chapter we examine how
you can export the results contained in the Gantt and Resource
consumption charts. Furthermore it provides useful information on
using the Pro-Designer OLE Automation Server to interoperate
with other windows applications.

Explains in brief each menu option and toolbar button of the
program’s user interface.

Provides information on the various databases for materials,
consumables, utilities, labor, equipment, sites, etc. that are utilized
by the software.
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